
Compatible 
Flooring

Tile, Stone, Hardwood, Engineered 
Hardwood, Laminate

Cable Type Twin conductor with a 15’ cold lead

Wattage
3.7 watts/linear foot 
10-12 watts/square foot at 3.75” spacing 

Voltage
120V: 30 to 432 linear feet 
240V: 55 to 864 linear feet 

Thickness 3/16”

WarmlyYours TempZone™ Floor Heating Cable brings radiant warmth 
and comfort to any room. This free-form cable provides the ultimate 
in flexibility, making it easy to customize installation for rooms of any 
size and shape. While ideally suited to provide complete floor heating 
coverage of rooms with unusual dimensions, the TempZone™ Floor 
Heating Cable can be used in any room, providing an alternative for 
installers who prefer the flexibility and freedom of working with loose 
cable.

WarmlyYours TempZone™ Floor Heating Cable is low EMF by design. It 
features a twin conductor with a 15’ cold lead and is available in two 
voltage options and a range of lengths to meet the requirements of 
any installation. This product can be paired with the Prodeso Cable 
Installation Membrane, also available from WarmlyYours, for faster 
installation times.

The WarmlyYours Advantage
• Over 15 years in the radiant heating business
•  99% of our customers report complete satisfaction with our service
•  97% of our customers report complete confidence in  

our  product quality

Signature Services
• Industry Leading 24/7 Installation Support
• Lifetime Technical Support
• Unbeatable No Nonsense™ Warranty
• Same Day Shipping
• No Restocking Fees

TempZone™

Cable

Same Day 
Shipping

25 Year Warranty*

C-UL-US Listed

(800) 875-5285 
WarmlyYours.com

All systems meet or exceed
 electrical code standards

 in the industry.

* 25-year No Nonsense™ warranty only applies to TempZone™  
Floor Heating Cable


